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MAX SLOPE 1:12, MAX RUN 30'-0"
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1. IF FLOOR FINISHES ARE NOT SPECIFIED AND BEING DONE BY OTHERS THEY
MUST CONFORM WITH THE FOLLOWING. IN A TOILET AND BATHING ROOMS
THE FLOOR SURFACE SHALL HAVE A SMOOTH, HARD, NONABSORBENT
SURFACETHAT EXTENDSUPWARDONTOTHEWALLSATLEAST 6INCHES.

2. IF WALL FINISHES ARE NOT SPECIFIED AND BEING DONE BY OTHERS THE
MUST CONFORM WITH THE FOLLOWING. ALL WALLS IN TOILET AND BATHING
ROOMS SHALL HAVE A SMOOTH, HARD NONABSORBENT SURFACE, TO A
HEIGHT OF 4'-0" THE FLOOR AND THE MATERIALS USED IN SUCH WALLS
SHALL BE A TYPE THAT IS NOT ADVERSELY AFFECTED BY MOISTURE.

RESTROOM NOTES:

3/32" = 1'-0"1 1st LEVEL
3/16" = 1'-0"2 1st LEVEL - BATHROOMS

KEYNOTE LEGEND
KEY # KEYNOTE TEXT

1 INFILL EXISTING 8'-0"x6'-0" OPENING w/ STEEL STUDS 5/8" GYP BRD
2 PAINTED ISLE
3 EXISTING JANITOR CLOSET - TO REMAIN
4 WATER COOLER - SUPPLY WATER LINE & DRAIN
5 INFILL FLOOR OPENINGS
6 MOP SINK
7 UTILITY SINK
8 PATCH FLOOR AS NEEDED TO PROVIDE SMOOTH/LEVEL FLOOR
9 HANDRAILS REQUIRED ON BOTH SIDES OF STAIRS

10 FILL SOLID w/ SLURRY MIX
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Old: $1.00/sqft
New: $1.10/sqft

Old: $1.10/sqft
New: $1.20/sqft

Old: $0.80/sqft
New: $0.90/sqft

Old: $1.20/sqft
New: $1.75/sqft

(Second Floor)


